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FLOODLIGHT RGB+CCT 50W 230VAC FUTTOZ

The MiLight / MiBoxer RGB+CCT LED floodlight 86-265V
AC. It allows you to smoothly adjust the brightness, color
of light, and the color temperature of white light in the
range of 2700-6500K. The floodlight acts as a repeater,
while maintaining a 30m spacing between successive
elements, allows for unlimited range.
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Specification

Parameter Value

Symbol FUTT02

ETIM CLASS Downlight/spot/floodlight
Nominal voltage [V] 100-240

Voltage type AC

Dimmable yes

Luminous flux [Im] 4200

Colour temperature [K] 2700-6500

Power [W] 50

Power for white light [W] 50

Beamangle Extreme wide beam > 80°
Colour rendering index CRI CRI80
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Power factor 0.9

Colour of light RGB+CCT

With movement sensor yes

With light sensor yes

Lamp type LED not exchangeable
Lamp efficacy [Im/W] 85

Length [mm] 310,5

Width [mm] 220

Height/depth [mm] 475

Weight [kg] 2.1

Dimensions

310.5mm
N
|

).

T

g

|
Fay

o)
o
3
2

Lucas LED Lighting Specialist
Beanfield , Youghal , Co. Cork P36 RW20 , IRELAND Tel : +3532490496 ,
www.lucasled.ie 2/2



